
ALL STYLES

Flat Head Screw
 No.10 x 2"

Screw Insert

Panel
SideTube

Side

Tube

Power Screwdriver
or Power Drill
with Phillips Head Bit

Side Panel

Screw
Washer

TOOL REQUIREMENT

INSTALLATION

STEP 2

Step 1a

STEP 3

Assemble modules as shown below. For Screw Inserts, ensure 
correct side (ribbed) is inserted into Tube. Insert smooth side of 
Screw Insert into Side Panel according to illustration.  Ensure 
Screw Inserts are inserted all the way into Tubes and Side Panels. 
Thread Flat Head Screw with Washer into Side Panel securing 
tube on opposite side.  Follow order of assembly as shown and 
tighten screws wheneverything is in place.

Step 2b

Step 2c Step 2d

Screwdriver 
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Using a hammer, gently tap Screw Insert into metal pole end until
fully seated against pole end.

The Screw Insert aligns with square recessed area in the Side Panel
in next step, as shown below.

STEP 1

Be cautious that both ends are square with one another, as shown.

step 1a

step 1b

step 1c

Hammer
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Front Stiffener

Snap Front Stiffeners onto Side
Panels. Repeat for Rear Stiffener.

Top
Module

STEP 4

Lay modules on floor. Stack Top Module onto other Assembly Modules. 
Ensure Panels are fully engaged and flush with one another.
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